
SYSTEM SPECIFICATIONS

PROCESSOR
4.2GHz Overclocked ten-core Intel® Core™ i7 
processor

MEMORY
Up to 128GB DDR4-2400MHz

GRAPHICS
Up to four NVIDIA® Quadro™, NVIDIA® 
Tesla™, or AMD® Radeon Pro™ professional 
graphics cards

HARD DRIVES
SATA 2.5” SSD (Up to 2TB)
PCI-E SSD (Up to 1.2TB)

BAYS
2 x internal 2.5” drive bays
2 x external 5.25” drive bays
Optional 8 x 2.5” hot-swap drive bay OR
Optical Drive with 4 x 2.5” hot-swap drive bay

REMOVABLE STORAGE
USB floppy drive, DVD +/- R/W DL writer, or 
Blu-ray RW Drive 

POWER SUPPLY
Redundant - 1000W 80 Plus Titanium 
Power Supply @ 100-120v & 2000W 80 Plus 
Titanium Power Supply @ 200-240v

OPERATING SYSTEM
Microsoft® Windows™ 10 64-bit

877-877-2699
Outside U.S.: 512-835-0400 

Intel® Core™ i7 processor
Intel Inside®. Extraordinary Performance Outside.
® Intel, the Intel Logo, Intel Inside, Intel Core, and Core Inside are trademarks of
Intel Corporation in the U.S. and/or other countries.

Engineered and optimized to maximize CAD productivity, BOXX XDI solutions offer a 

unique scale-out approach to Virtual Desktop Infrastructure (VDI). For the first time 

ever, IT groups and end users can exploit all the benefits of VDI without sacrificing 

the performance and productivity of content creators using graphics intense 3D 

applications.

KEY FEATURES
 

• Features the latest 4.2GHz 
overclocked 10-core Intel® 
Core™ i7 processor with 
advanced liquid cooling 

• Uncompromised VDI 
performance for power 
users 

• Wide variety of storage 
options including SSDs for 
increased I/O performance 

• Advanced liquid cooling 
ensures system runs cool 
and quiet. 

DIMENSIONS

3U Rackmount Design
17.3” (43.9cm) W,
5.22” (13.3cm) H,

24” (61cm) D

RECOMMENDED FOR APPLICATIONS LIKE

PORTS
FRONT:

REAR:

2 x USB 3.0, 2 x USB 2.0
Audio Out/Mic In

4 x USB 3.0
2 x Gigabit Ethernet
Audio Out/Mic In/Line In
1 x Network IPMi 

SERVICE & SUPPORT
3-year standard warranty
One year of 24x7 phone support 
and next business day onsite service 
included (U.S. and Canada only)

www.boxx.com


